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ABSTRACT- A new Hybrid Converter (HBC) is 

proposed, to replace a DC/DC Boost converter and a 

DC/AC converter to reduce conversion stages and 

switching losses. In this project, control of a three-

phase HBC in a PV charging station is going to be 

proposed. This HBC interfaces a PV system, a dc 

system with a hybrid plugin electrical vehicle 

(HPEVs) and a three-phase ac grid. The control of the 

HBC is designed to realize maximum power point 

tracking (MPPT) for PV, DC bus voltage regulation, 

and AC voltage or reactive power regulation. 

Simulation results demonstrate the feasibility of the 

designed control architecture. The control strategies 

are to be implemented based on the combination 

between the Incremental conductance (IC) method 

and the Proportional Integral (PI) controller along 

with Fuzzy logic control, that strategies can be extract 

the maximum power from a PV system. The PI 

Controller is to be used to track the maximum power 

from the PV panel, at different atmospheric 

condition. The Solar PV power generation system is 

comprised with several elements like solar panel, DC-

DC converter, MPPT Control Strategies and load. 

The validity of the HBC for PV system is to be 

simulated with the help of MATLAB/SIMULINK 

environment. 

 

Index Terms—Plug-in hybrid vehicle (PHEV), Vector 

Control, Grid-connected Photovoltaic (PV), Three-

phase Hybrid Boost Converter, Maximum Power 

Point Tracking (MPPT), ChargingStation. 
 

I. INTRODUCTION 

The environmental and economic 

advantages of PHEV lead to the increase in number 

of production and consumption [1]. The U.S. 

Department of Energy forecasts that over one 

million PHEVs will be sold in the U.S. during the 

next decade [2]. Research has been conducted on 

developing a charging station by integrating a 

three-phase ac grid with PHEVs [3]–[5]. The 

comparison of different PHEV chargers’ topologies 

and techniques are reviewed in [1], [6]. However, a  

large-scale penetration of PHEVs may add more 

pressure on the grid during charging periods. 

Therefore, charging stations with PV as an 

additional power source become a feasible solution. 

For PV charging stations, [7] proposed an 

architecture and controllers. The charging 

management is developed in [8] by considering the 

grid’s loading limit. For this type of systems, it 

requires controlling at least three different power 

electronic converters to charge PHEVs. Each 

converter needs an individual controller, which 

increases complexity and power losses of the 

system. Consequently, it is urgent to investigate 

multi-port converters to reduce the number of 

converting stages. 

The objective of the paper is to implement such a 

multi-port converter in a PV charging station for 

PHEVs and design the controller. 

              A. Related Works 
In order to decrease the number of switching stages, 

the inverse Watkins-Johnson technique is proposed 

in [9] bysupplying power simultaneously to dc and 

ac loads. Single-phase and three-phase of hybrid 

boost converters (HBC) that can integrate a dc 

power source, dc loads and ac loads for a microgrid 

are proposed in [10] and [11], respectively. Recent 

research in [12] also suggests that a hybrid single-

phase converter can be applied in grid-connected 

applications. 

All previous research on HBC controller design 

[10]–[12] assumes that the hybrid converter is 

connected to a stiff dc voltage source. Hence, the 

function of maximum power point tracking (MPPT) 

for PV systems is not yet developed for HBC. 

Although MPPT algorithm exists in the literature, 

the application is mainly for a dc/dc converter (e.g., 

[13]) or a dc/ac converter (e.g., [14]). 
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Implementation of MPPT in HBC has not been 

investigated. This implementation is not a trivial 

problem since it requires a thorough understanding 

on HBC switching mechanism and the coordination 

of MPPT function and the vector control function. 

             B. Our Contributions 

This paper proposes control design and power 

management for a PV charging station for PHEV 

by use of a three-phase HBC. The PV charging 

station charges PHEVs using power from PV 

and/or the ac grid. The three-phase HBC integrates 

three main elements of the system: PV, PHEV and 

the grid. Control design will be presented in detail. 

The control will enable PV maximum power point 

tracking (MPPT) and dc voltage control regulation 

for PHEVs. 

Our contributions lie in two aspects. The first 

contribution is modeling of a PV charging station 

based on a three-phase HBC that integrates PV 

arrays, PHEVs, and a utility grid. This novel 

topology of PV charging station, to the best of 

authors’ knowledge, has not yet been seen in the 

literature. The advantage of the HBC based PV 

charging station is the reduction of the number of 

power conversion stages and losses. The existing 

PV charging station requires controlling at least 

three converters including a dc boost converter for 

MPPT  

algorithm, a three-phase dc/ac inverter, and a dc 

converter for battery’s charging [15]. Instead, the 

HBC integrates the first dc boost converter and the 

dc/ac three-phase inverter into a single structure. 

The second contribution is the design of the HBC 

controller. Existing controllers for HBC [10]–[12] 

have not included MPPT function since the dc 

input side is assumed as a stiff dc voltage in the 

aforementioned research. In our research, we 

consider the details related to the PV and further 

implemented MPPT algorithm in an HBC. 

 

        C. Organization of the Paper 
 

The rest of the paper is organized as follows. The 

topology and steady-state characteristics of the 

three-phase HBC are described in Section II. A 

modified PWM using five reference signals (three-

phase ac voltage signals and positive and negative 

dc signals) is also presented in this section. MPPT 

algorithm, phase-locked-loop (PLL), vector control 

and the battery charging scheme are presented in 

Section III. Section IV presents case study results 

to test the performance of the controller via 

simulation conducted in 

MATLAB/Simpowersystems. Section V provides 

the experimental results which is realized using 

LabView-FPGA module integrating with National 

Instruments Single Board RIO-9606. 

II. THREE-PHASE HBC-BASED PV 

CHARGINGSTATION TOPOLOGY AND 

OPERATION 

A three-phase HBC uses the same number of 

switches as a two-level voltage source converter 

(VSC). However, the HBC can realize both dc/dc 

conversion and dc/ac conversion. As a comparison, 

Fig. 1 shows the conventional PV charging station 

where a dc/dc boost converter and a three-phase 

VSC are used to integrate the PV system, the 

PHEVs and the ac grid. A three-phase HBC 

replaces the two converters: the dc/dc boost 

converter and the dc/ac three-phase VSC to 

decrease the energy conversion stages and the 

power losses of the PV charging station. Fig. 2 

shows the HBC-based PV charging station’s 

topology. The main components of the 

configuration of the PV charging station consist of 

PV array, three-phase bidirectional HBC, ac grid, 

off-board dc/dc converter, and PHEV’s batteries. 

Detailed operation of an HBC can be found in [10], 

[11], [16]. Here a brief description is given. 

The system is composed of a PV array, a dc 

system, a three-phase ac system, and the interfacing 

three-phase HBC as shown in Fig. 2. The PV side 

includes a large inductance to achieve continuous 

condition and capacitance to decrease the voltage 

ripple. The dc side includes a diode, a dc bus for 

PHEV connection, a dc capacitor to eliminate the 

output current ripples, an off-board unidirectional 

isolated dc/dc converter, and PHEV batteries. The 

ac system includes a three-phase LC filter, a step-

up transformer, and the point of common coupling 

(PCC) bus that connects the PV station to the main 

grid. 

The PV array is composed of connecting series 

cells and parallel strings. Each PV cell has specific 

characteristics depending on the type and designing 

criteria. PV models depend mainly on Shockley 

diode equation [17], [18]. PV can be modeled as a 

photon-generated current source in parallel with a 

two-diode system and a shunt resistor, Rsh, as well 
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as in series with a series resistor, Rs. The 

mathematical equations of two-diode PV cell are 

given in [17]. HBC-based PV charging station has 

the capability to operate at medium and high-power 

ratings of such PV power plants since a single 

IGBT-based VSC has the capability to operate at 

high voltage rating (e.g., voltage limitation up 

to1200 V [19]. 

Traditional dc/dc boost converter is operated on 

two modes which are “on” and “off” states. 

Conventional VSC is operated on “active” and 

“zero” modes where the output ac power can have a 

value or zero.The three-phase HBC integrates the 

operational phases of a VSC and a dc/dc converter 

into three main modes. The main three intervals 

include a shoot-through (ST) mode, an active mode 

(A), and a zero mode (Z).Some assumptions are 

considered to better illustrate the steady-state 

operation of the three-phase HBC. First, the system 

is assumed to be lossless where the damping 

elements equal zero. Second, the voltage drop on 

the diode is very small so it can be ignored. Next, 

the operational mode of the threephase HBC is 

operated as an inverter where the power flows from 

the PV into the grid. It is recognized that the 

threephase HBC can be operated at converter or 

inverter based on the direction of power flow. 

Finally, the diode current is continuous during the 

active phase. The steady-state relations between the 

PV, the dc side and the ac side are given as follows. 

 

 

 

 

Fig 1. Architecture configurations of a PV charging 

station. The conventional topology includes a dc/dc 

converter and a dc/ac VSC. These two converters 

will be replaced by a three-phase HBC. 

where Mi and Dstare the ac voltage per-phase 

modulation index and duty cycle of the shoot-

through period, Vdc, V
ˆ
ac, and VLL are the peak dc 

voltage, peak per-phase ac voltage, the RMS value 

of the line-to-line output ac voltage, respectively. It 

can be concluded from (2) that the dc output 

depends on onlyDstwhile ac output depends on 

both Dstand Mi. In order to achieve continuous 

control of modified PWM, the controlling 

signals have to achieve this condition: 

Mi + Dst<1 ------(3) 

    A. Modified PWM 
It is mentioned in Section II that the three-

phase HBC is operated at three main intervals 

which are integrated between boost converter 

and VSC’s phases. Conventional sinusoidal 

PWM and dc PWM are not appropriate to operate 

the switching states of three-phase HBC. Instead of 

separately controlling the dc and ac outputs using 

the switches of threephase HBC, a modified PWM 

is applied to control two outputs at the same time as 

shown in Fig. 3. It is recommended to insert the 

shoot-through phase within the zero mode where 

the output ac power equals zero in this phase [20]. 

During the shoot-through period, one leg of the two 

switching, e.g., S1 and S4 are both on. This leads to 

PV side current flowing into S1, S4 only. During the 

shoot-through period, the inductor L gets charged. 

At the zero mode, all upper-level switches S1, S3 

and S5 are on while the lower-level switches S4, S6 

and S2 are off. At this mode, the PV side current all 

flows to the dc side battery systems while the 

current to the ac system is zero. Finally, during the 

active mode, current will flow into the ac system. 

The behavior of the open-loop control scheme for 

switching states of the three-phase HBC is shown 

in Fig. 3 when the reference for the phase voltages 

are related as Va>Vb>Vc. The shoot-through 

operation occurs when the positive signal Vstis 

lower than carrier signal (phase C is shoot through 

with S5 and S2) and when the negative signal Vstis 

greater than the carrier signal (phase A is shoot-

through with S1 and S4 on).Shoot through happens 

at the phases with the highest voltage or lowest 

voltage. In Fig. 3, phase A and Phase C are the 

phases with shoot-through periods. Modified PWM 

regulates the switching states by controlling five 

signals which are three-phase ac signals Va,Vb,Vc, 

and dc signals Vst(Vst= 1−Dst), and −Vst. The ac 
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controlling signals Va,Vb, and Vcare controlled by 

modulation index Mi as well as phase angles while 

the dc signals +Vst, and −Vstare regulated by duty 

ratio Dst. The advantage of using modified PWM is 

that both dc and ac outputs can be adjusted. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Fig 2 Topology of the 

three-phase HBC-based 

PV charging station. 

III. CONTROL OF PV 

CHARGING STATION 

This section provides a detailed explanation on the 

framework and controller of the HBC-based PV 

charging station. From the steady-state relationship 

in (2), three-phase HBC utilizes Dstto boost the PV 

voltage while the modulation index Mi regulates the 

ac voltage Vt’s magnitude. In addition, the angle of 

the three-phase ac voltage Vt can be adjusted to 

achieve active power and reactive power 

regulation. When the ac voltage is balanced and the 

ac system is symmetrical, the total three-phase 

instantaneous power is constant at steadystate.  

Thus, average power of the ac side equals to the net 

power at the dc side (Pac = Ppv− Pdc). 

Three main control blocks are used to control the 

threephase HBC: MPPT, phase-locked loop (PLL) 

and vector control as shown in Fig. 4. Each block 

will be described by a subsection. The charging 

algorithm of the off-board isolated dc/dc converter 

will also be addressed in this section. 

 

Fig. 3. A modified PWM for the three-phase-HBC. 

Shoot-through occurs when both switches are 

closed. ST, A, and Z are shoot-through, active, and 

zero periods, respectively 

 

 

 

 

 

 

Fig. 
4.Control 
blocks of the 
HBC-
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based PV  

charging station 

 

Thus, average power of the ac side equals to the net 

power at the dc side (Pac = Ppv− Pdc). 

Three main control blocks are used to control the 

threephase HBC: MPPT, phase-locked loop (PLL) 

and vector control as shown in Fig. 4. Each block 

will be described by a subsection. The charging 

algorithm of the off-board isolated dc/dc converter 

will also be addressed in this section. 

           A. MPPT 
Maximum power point tracking (MPPT) algorithm 

is important to guarantee maximum power 

extraction from PV arrays. Various types of MPPT 

algorithms have been recently applied to control of 

MPP of PV modules. Hill climbing (HC), perturb 

and observe (PO), and incremental conductance 

(IC)are the most attractive algorithms. MPPT 

techniques with simple structures and fast dynamic 

performances are demanded. IC among other 

MPPT methods has the benefits of fast dynamic 

performance [14], [21].IC method computes the 

sensitive of power variation against the PV voltage. 

The optimal point is achieved when . 

Fig. 5 presents current/voltage relationship and 

power/voltage relationship for a PV model based 

on Sunpower SPR-E20327 which includes 60 

parallel strings and 5 series modules in each string 

to generate maximum power of 100 KW. In the 

power/voltage plots, the maximum power points 

(MPPs) are located at the top of each plot when the 

gradient is zero. The slope is positive in the left 

hand side of a MPP and negativein the right hand 

side as shown in Fig. 5. 

 

 

 

 

 

 

 

 

 

 
 

Fig. 5. IV-curve for 

Sunpower SPR-E20-

327. (a) I-V curve. 

(b) P-V curve. MPP 

occurs at Impp= 365 A and Vpv= 273.5 V to generate 

maximum power 100 kW. 

 

Instead of usingdPv/dVpas an indicator, 

thedIpv/dVpvIncrementalconductance (IC) method 

relies on. Based on the above relationship, we can 

also find that the following relationship: 

The IC method requires to have the voltage 

deviation. When voltage deviation is very small, 

the computed incremental conductance may not be 

accurate. It is observed that the errorof comparing 

the instantaneous conductance Ipv/Vpv to 

theincremental conductance ∆ pvdoes not 

achieve zero at low irradiation [22]. 

To avoid using ∆Vpvin the denominator, [14] 

proposed a modified IC method. The modified IC 

method is derived based on (4): 

The control block of the modified IC based MPPT 

is shown in Fig. 6. The instantaneous conductance 

will be added to the incremental conductance to 

generate an error signal. A proportional-integral 

(PI) controller forces the error signal to approach 

zero. The output of the MPPT block is subtracted 
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from the reference duty cycle D∗to generate Dst, 

which further regulates the output dc voltage. 

The substraction is based on the relationship 

between Vpvand Vdc in (1a): Vpv= Vdc(1−Dst). When 

the PV operation point is located as the left slope of 

the power/voltage curve, we would like to have 

Vpvbe  

 

 

Fig. 6. MPPT technique for PV using modified  

incremental conductance (IC)-PI  

algorithm. 

 

increased, or Dstbe reduced if the input signal is 

greater than zero. Therefore, the substraction is 

employed in the control block. 

B. Synchronous rotating reference frame-

based phase-locked loop (SRF-PLL) 

The 

three-phase HBC is operated at grid-tied mode 

since the PV charging station needs ac grid as a 

backup  

 

 

supply. Integration of the three-phase HBC has to 

satisfy IEEE1547 standard which requires 

synchrony of the phase and angular frequency of 

the three-phase HBC with the main grid [23], [24]. 

Synchronous rotating frame-based phase-locked 

loop (SRF-PLL) aligns the space vector of the point 

of common coupling (PCC) voltage to the d-axis 

and forces the q-axis PCC voltage Vsqto zero using 

a PI compensator as shown in Fig. 7. 

 

 

Fig. 7. Basic schematic diagram of a SRF-PLL. 

Fig. 8. Linearized model of SRF-PLL. 

The open-loop transfer function is given from the 

linearized model of the SRF-PLL shown in Fig. 8. 

where Kp,PLL, Ki,PLL, and Vs are 

compensatorparameters and the grid’s voltage 

amplitude, respectively. The closed-loop transfer 

function of SRF-PLL is a second-order system with 

an oscillation mode with a damping factor ζ and a 

natural frequency ωn. The parameters of the 

compensator are selected based on selecting ζ to be 

 while ωnto be the reference frequency of the 

grid ω. The resulting parameters are: 

      C. Vector Control 
Vector control technique is used for VSCs. The 

inner loop controls the ac current while the outer 

loop controls the dc voltage and reactive power. 

The dynamic equations of the three-phase HBC are 

similar to those of the conventional VSC examined 

in [25], [26]. The main difference of HBC is the 

consideration of Dst.The inner current control loop 

is designed to respond much faster than the outer 

voltage controller for fast response and disturbance 

rejection. It is suggested to achieve fast transient 

response that the response of the inner loop to be in 

milliseconds, while the outer loop is 10 times 

slower than the inner loop The open-loop of the 

inner current loop includes the transfer function of 

the plant and the delay of the modified PWM as 

well as the PI compensator. 

where TPWM is time delay of switching frequency of 

the modified PWM; Kpiand Kpiare the PI 

compensator’s parameters for the inner current 

loop; Lfand Rf are the inductance and resistance 

filter components of the converter, respectively. 

Tuning current compensator is achieved by using 

modulus optimum technique [26]. The concept of 
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modulus optimumis defined as shifting the 

dominated poles that cause slowdynamic response 

and achieving unity gain for the closed-loop 

system. The PI controller’s zero will cancel the pole 

dominated by the RL circuit dynamics. The open-

loop transfer function becomes 

 

One of the advantages of the proposed HBC-based 

PV station is to generate a supported reactive power 

to the main grid. The controlling design of the 

reactive power loop is explained in details. The 

delivered reactive power of the HBC at PCC is 

calculated as: 

         (11) 

where Vsd is the projection of the ac voltage 

component on d axis of the stationary reference 

frame; iq is the projection of the output current of 

HBC on q reference frame. The open loop transfer 

function of the reactive power controller is given as 

follow: 

 

where kpQ and kiQ are the PI compensator’s  
parameters. Using modulus optimum technique on 

Equ. (12), the open-loop and closed loop transfer 

functions of the reactive power equation are driven 

as: 

 

where τQ is the time constant of the resultant 
closed-loop system. Equation (14) represents a 

general form of the second order system. The 

frequency of natural oscillation is obtained from 

(14) to be equal ωn = q 1 TPWMτQ while the 
damping factor equals ζ = q τQ 4TPWM . 

Assuming there is no switching power loss, the 

steady-state operation of power balance 

relationship of the three-phase HBC is given as 

 

where id and Vsd 

are the projections of the ac current and grid 

voltage space vectors on the d-axis. The power 

relationship is further expressed as 

follows.Therefore, the dynamics of the capacitor 

voltage can be expressed as follows. 
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Fig. 9. Vector control scheme of the three-phase 
HBC. 

 

negative feedback controller will be designed to 

take in the dc voltage error V ∗ dc−Vdc and 
amplified by a PI controller. The output of the PI 

controller is ud. From this signal, the reference 

signal i∗ d will be generated as: 

The open-loop transfer function of outer voltage is 

given as: 

where τi is the time constant for the inner current 
closed loop. The open-loop transfer function for 

voltage controller includes two poles at origin. 

Symmetrical optimum is a technique to deal with 

an open loop system with double integrators [26]. 

The.concept of symmetrical optimum is to operate 

the system at a low frequency to slow down the 

dynamic response which leads to an increased 

phase margin. The compensator parameters are 

given based on the symmetrical optimum method 

as follows.where K equals 3Vsd 2Vdc and a is the 

symmetrical frequency range between peak phase 

margin and low frequency operation area. It is 

important to select a high value of the symmetrical 

gain a to achieve high phase margin. The value of a 

falls between 2 and 4 [27]. 

D. Off-board Battery Charger Control 

Most of the PHEV manufactures use lithium-ion 

batteries to operate their vehicles (e.g., Chevy Volt 

and Nissan Leaf). An equivalent electrical 

batterycell model is shown in Fig. 11. The battery 

model is composed of capacitor Capacity and a 

current-controlled current source that represent the 

battery’s life. It also includes the Thevenin-based 

model of the transient and steady state elements as 

well as an voltage-controlled open circuit voltage 

source. The controllable voltage source is 

dependent on the amount of available energy or 

state of charge (SOC) in battery cells. + Sd1An 

aggregated model of PHEV battery is used in the 

paper. Fig. 11 demonstrates the equivalent circuit 

of connecting PHEV batteries to the PV charging 

station. The battery’s cells are connected in series 

to increase the voltage of the battery while the 

parallel connection of the battery cells increases the 

total energy. Each PHEV’s battery consists of M 

 

 

Fig. 10. A single battery cell circuit model with off-

board charging structure using CC-CV algorithm 

Fig. 11. Equivalent circuit of a PHEV Li-ion 

battery 

module branches and each branch consist of N 

cells. The aggregated model is shown in Fig. 11. 

The detailed parameters of the commercial PHEV 

can be found in [28]. There are several types of 

PHEV charging schemes: constant voltage (CV), 

constant current (CC), and taper-current (TC). 

Constant voltage (CV) method does not require an 
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offboard dc/dc converter. CV can be realized 

through the HBC’s vector control, which regulates 

the dc-link voltage. Off-board unidirectional 

isolated dc/dc converter is adoptedto realize 

optimal charging scheme using both CV and CC 

[29], [30]. In this paper, we adopted the off-board 

dc/dc converter with optimal charging to increase 

the performance and life cycle of the battery as well 

as to minimize the damage of the PHEV’s batteries 

caused by fast charging. For safety consideration, 

isolation of the PHEV’s battery with respect to the 

grid terminal and the PV power source is important 

for battery protection. Several safety codes and 

standards such as SAE J-2344, SAE J-2464, UL 

2202, and IEC TCs-64 recommend an isolation 

function for charging the PHEV’s battery. The 

charging station should provide a fully galvanic 

isolation of the PHEV’s battery towards the main 

distribution network and the dc bus at the PV 

station. Since the isolated on-board chargers are 

usually avoided due to the weight and cost, isolated 

off-board is required for safety considerations. A 

high-frequency transformer is implemented on the 

off-board converter to isolate the PHEV’s battery 

from the rest of the system during charging period. 

The advantages of this topology include better 

voltage adjustment control and more safety for the 

PHEV’s battery. The configuration of offboard 

charging converter includes an isolated 

unidirectional half-bridge converter is shown in 

Fig. 10. Since a battery storage system is one of the 

most critical and expensive elements of PHEV, 

charging control needs to be carefully designed 

especially for fast charging process of PV stations. 

Fast charging technique may cause an excessive 

damage to the battery at the beginning of the 

charging process or an increase in the cell 

temperature if the battery reaches full charge and 

high current charging is continued [31]. Hence, we 

need to consider these aforementioned 

consequences in controlling and designing PV 

charging stations. In terms of charging schemes of 

an PHEV’s battery, constant-current (CC) charging, 

constant-voltage (CV) charging, and taper-current 

(TC) charging are the three basic types for charging 

the batteries [32]–[34]. The CC charging method 

performs a relatively uniform current charging 

without considering the battery state of charging 

(SOC) or temperature. The CC method mainly 

depends on low or high constant charging current 

which helps to eliminate imbalance among cells 

and enhances life cycle of the battery. However, 

low charging current may not be suitable for fast 

charging while high charging current could easily 

catalyze excessive damage. The CVprocedure 

generally limits the voltage input to a specific level 

regardless of the SOC of the battery. Implementing 

CV method requires the knowledge of initial 

battery’s voltage to avoid the high initial current 

due to high potential difference between the battery 

and the charger. This requirement is difficult to 

comply in real applications of PVstations since 

PHEVs have different battery characteristics. The 

TC charging method depends on decreasing the 

charging current proportionally to the voltage rising 

in the battery. The advantage of this method is that 

it prevents the gasification and overheating issues. 

However, this method is difficult to implement in 

the real applications due to the different 

characteristics of PHEV’s batteries. 

 

 

 

Fig. 12. A simple illustration of CC-CV  

technique for PHEV’s battery  

            charging. 

Fig. 13. Performance of CC-CV algorithm. 
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selected for fast dc charging with 40 A. The battery 

is continuously charged until it reaches 360 V (the 

rated battery voltage of Chevy Volt vehicle). When 

the battery voltage reaches 360 V at 1.5 seconds, 

the CV control is selected while the battery’s 

current is gradually decreasing to the cutoff region. 

This method is applied for each vehicle in the PV 

charging station. 

IV. SIMULATION RESULTS 

Case studies for a PV charging station using a three 

phase HBC with the proposed control are 

conducted in MATLAB/SimPower Systems 

environment. The system’s parameters and PV data 

are given in Table I. The data for the PV model are 

based on PV array type Sun power SPR-E20-327. 

The V-I and P-V curves for different irradiance 

values are shown in Fig. 5. The battery parameters 

of Chevrolet Volt and Nissan Leaf are used to 

represent the batteries of PHEVs [6], [35], [36]. 

Five case studies are conducted to evaluate MPPT 

and vector control as well as to illustrate the 

operation modes of the PV charging station. A. 

Case 1: Performance of the Modified Incremental 

Conductance-PI MPPT The goal of this case study 

is to validate the performanceof the modified 

MPPT using incremental conductance-PI 

algorithm. According to Fig. 5, the maximum PV 

power is 100 kW when the PV array generates 

273.5 V at 1 kW/m2 solar irradiance. Fig. 14 shows 

the performance of MPPT when the system is 

subject to solar irradiance variation. The dc voltage 

Vdc and the PV voltage Vpv are related based on 

the duty cycle ratio Dst that is generated from 

MPPT. The role of vector controller is to keep the 

dc voltage Vdc at its reference value 350V and 

supply reactive power Q∗ac to the ac grid. The role 

of MPPT algorithm is to adjust the duty cycle ratio 

Dst and in turn adjust the PV output voltage Vpv so 

that the PVs are operating at the maximum power 

extracting point. Fig. 14 provides the performance 

of MPPT based on four different intervals. From 

0−0.5 seconds, the sun irradiance is 0.9 kW/m2 and 
the MPPT control is not activated. The outputPV 

power supplies approximately 70 kW. At t = 0.5 

seconds, MPPT is activated, the duty cycle ratio is 

decreased and the PV voltage is improved. This in 

turn improves the PV power output to be 90 kW. 

Note that whether the MPPT is on or off, Vdc is 

kept at 350 V. At t = 1 second and t = 1.5 seconds, 

the sun irradiance increases and decreases. Due to 

the MPPT control, the optimal PV output voltage is 

kept at the optimal level. Further, the PV output 

power tracks the maximum point at each irradiance 

level. Fig. 14 validates the good tracking 

performance of MPPT when different solar 

irradiations are applied to the PV. The simulation 

results also show that the vector controller can 

regulate the dc voltage at 350 V and reject 

disturbances 

 

B Case 2: 
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Performance of DC voltage controller the 

advantages of implementing the three-phase 

HBCon PV charging station is its capability to 

supply dc and ac power simultaneously. The main 

objective of a PV charging station is to supply 

continuous dc power to electric vehicles. Case 2 

investigates the ability of the proposed controller to 

provide constant dc voltage with PV power 

variation and MPPT control status change. As a 

comparison, a system with dc voltage control 

disabled is also simulated. For this system, the 

reference d-axis current is kept 

Fig. 14. Performance of a modified IC-PI MPPT 

algorithm when solar irradiance variation is applied 

Fig. 15. Performance of the dc voltage control in 

the vector control. The solid lines represent the 

system responses when the dc voltage control is 

enabled. The dashed lines represent the system 

responses when the dc voltage control is disabled 

Fig. 15 shows that when the dc voltage control is 

enabled, whether the MPPT control is on or off and 

whether the PV power has change or not, the dc 

voltage Vdc is kept at 350 V. As a comparison, 

when the dc voltage control is disabled and the 

MPPT control is off, when the PV power is subject 

to a change, the PV voltage will vary. Since the 

MPPT control is off, the duty cycle ratio Dst is kept 

constant and the dc voltage Vdc varies as well. This 

case study shows that the dc voltage control in the 

vector control provides an additional measure to 

keep the dc voltage constant.  

C.Case 3: 

 Performance of reactive power control Another 

advantage of the three-phase HBC control is that it 

can support the ac grid by supplying or absorbing 

reactive power. The vector controller of PV 

charging station using three-phase HBC is well 

designed in previous sections to achieve decouple 

controlling for real and reactive power. This feature 

isapplied in this case study to investigate the ability 

of the vector controller to quickly track the reactive 

power reference as well as maintain a constant dc 

voltage.The system is first in steady-state and the 

vector controller regulates the dc voltage and 

supply ac power at unity power factor as shown in 

Fig. 16. At t = 0.5 seconds the reference reactive 

power absorbs 10 kVAr while at t = 1 seconds it is 

changed to supply 20 kVAr to the main ac grid. 

The controller shows a good performance to track 

the reactive power reference as well as regulate the 

dc voltage at 350 V. Fig. 16 illustrates that the 

vector controller’s Md and Mq respond to the 

reactive power variation as well as main a constant 

dc voltage. It also shows that the dc voltage and 

reactive power can be controlled independently. 

 

 

 

Fig. 

16. 

Performance of a proposed vector control to supply 

or absorb reactive power independently 

    D. Case 4: 

 Power management of the PV charging station an 

objective of the three-phase HBC is to charge 

PHEVs even when there is not enough PV power. 

The performance of the PV charging station is 

evaluated when different values of solar irradiation 

are applied. The main goal of this case study is to 

show continuous charging PHEVs even when the 

PV power is low. At day time the solar irradiance is 

assumed to be 1 kW/m2 while at sun set the 

irradiance decreases to 0.7 kW/m2. The dc load 

first consumes 50 kWh which represents charging 

of two Nissan Leaf vehicles. The two Nissan Leaf’s 
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are charged before the PV power decreases as 

shown in Fig. 17. The remaining of PV power 

transfers to the main grid. At t = 0.5 seconds, the 

PV power reduces due to irradiance change. Two 

more vehicles are connected to the system 

consequently at t = 1 seconds and t = 1.5 seconds. 

Fig. 17 shows that the PV array can provide power 

to the third car at t = 1.5 seconds. The PV power is 

used to charge the batteries of PHEV with no 

dependency on the main grid. At t = 1.5 seconds, 

the fourth electric car (Chevy Volt 2) is connected 

to the system. The bidirectional feature of the three 

phase HBC and the regulated dc voltage controller 

allow the dc load to absorb power from the main 

grid to charge the fourth vehicle as shown in Fig. 

16. It is also noticed that the three phase HBC can 

achieve power balance as well as maintain constant 

dc voltage at 350 VFig. 17 also shows that the 

reactive power Qac is kept at 0. This shows that the 

three-phase HBC can achieve decoupled control of 

real and reactive power. Fig. 18 presents the duty 

cycle ratio and the modulation index in dq-axes. 

Fig. 19 presents the detailed control signals for 

modified PWM and the resulting switching 

sequences. This case study demonstrates that the 

proposed control can provide smooth transition 

when HPEVs are connected into the PV charging 

station 

Fig. 17. Power management of PV charging station 

E. Case 5: 

Partial grid failure The controller design of the 

three-phase HBC based PV charging station can 

take care of the partial grid failure. The controller is 

designed to provide a stable dc voltage even when 

grid fault is occurred. Generally, when the main 

grid voltage sages below 80% of the nominal 

voltage, the power quality standards recommend to 

disconnect the charged PHEV to protect the 

battery’s life cycle  

Fig. 18. Dst, Md and Mq for case 4. 

[37]. The goal of designing the PV charging 

station’s controller is to achieve constant charging 

procedure when a fault is occurring at the main 

grid. The method of is to provide sufficient power 

to charge the PHEV’s batteries as well as to 

maintain a constant dc-link voltage. As a result, it 

is unnecessary to disconnect the during grid fault. 

The capability of partial grid failure tolerance is 

demonstrated in the following case study. The PV 

charging station is first connected to the main grid 

where the PHEV’s batteries are charged during the 

steady-state period. MPPT is enabled at t = 0.5 

seconds. A symmetrical 70% voltage sag is 

occurred at t = 1.0 seconds. Normally, it is 

recommended to disconnect the ac load as well as 

the PHEV’s batteries for protection and safety. 

However, theproposed controller can mitigate this 

issue by stabilizing the dc-link voltage at its rated 

value as well as generating the required power to 

the local ac load. As can be seen in Fig. 20, the 

controller of the PV charging station can stabilize 

the dc bus voltage at its rated value. As shown in 

Fig. 20, the generated real power from the PV 

station (Ppv) is kept the same (100 kW) due to 

MPPT control. The PHEV load (60 kW) is kept the 

same since the dc-bus voltage is kept the same. In 

turn, the power right after the HBC PHBC to the ac 

side is kept the same (40 kW). The 70% reduction 

in the ac voltage reduces the load power 

consumption from 20 kW to decreased to 10 kW. 

In turn, the power to the grid Pac is increased to 30 

kW. At t = 1.5 seconds, the voltage recovers to 1 pu 

and the powers return to the values before 1 

seconds 
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Fig. 19. The modified PWM signals and the   

switching sequences 

 

 

 

 

 

 

 

 

 

 

Fig. 20. System performance under 70%  

grid’s voltage drops 
 

V. CONCLUSION  

Control of three-phase HBC in a PV charging 

station is proposed in this paper. The three-phase 

HBC can save switching loss by integration a dc/dc 

booster and a dc/ac converter into a single 

converter structure. A new control for the three-

phase HBC is designed to achieve MPPT, dc 

voltage regulation and reactive power tracking. The 

MPPT control utilizes modified incremental 

conductance-PI based MPPT method. The dc 

voltage regulation and reactive power tracking are 

realized using vector control. Five case studies are 

conducted in computer simulation to demonstrate 

the performance of MPPT, dc voltage regulator, 

reactive power tracking and overall power 

management of the PV charging station. 

Experimental results verify the operation of the 

PHEV charging station using HBC topology. The 

simulation and experimental results demonstrate 

the effectiveness and robustness of the proposed 

control for PV charging station to maintain 

continuous dc power supply using both PV power 

and ac grid power. 
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